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YOUR FLOOR. OUR PROMISE.

Uzin Utz South Pacific Ltd
Tenancy 5, 3-5 Andy‘s Court
Upper Coomera QLD 4209

i STRONG BASE FOR
CLIMATE AND FLOOR

UZIN'S GREEN STAR CONTRIBUTING PRODUCTS

Uzin Utz South Pacific Ltd
PO Box 426
Whangaparaoa 0949

New Zealand

T+64 27 5933 787
info.nz@uzin-utz.com
www.uzin.com

SUSTAINABLE QUALITY YOU CAN
TRUST: GREEN STAR CONTRIBUTING
PRODUCTS

- Low VOC Content: Our products minimize VOCs, ensuring a healthier

indoor environment and safer application.

- Sustainable Formulations: Eco-friendly raw materials reduce the
environmental footprint of construction projects.

« Green Building Support: Green Star contributing products enhance
project sustainability and green building compliance.

- Air Quality Improvement: Low-emission properties improve air quality,
creating safer, healthier spaces.

By choosing UZIN’s Green Star contributing products, you’re making a
choice that benefits not only your projects but also the planet. Together, we
can build a future where performance and sustainability go hand in hand.

12.2024/01.2025/ms



GET THE FULL LOAD OF UZIN'S GREEN STAR CONTRIBUTING PRODUCTS

PRIMERS

UZIN PE 260
SUPER FAST DISPERSION-BASED PRIMER

Form-filming primer concentrate for non-absorbent
and diluted for absorbent substrates

+ dilutable with water

+ film-forming

+ excellent bonding on dense substrates
+ great barrier

UZIN PE 280
SUPER FAST PRIMER

Dispersion-based primer with carbon technology for
non-absorbent substrates

ready mixed

film-forming

ideal for non absorbent substrates
also suitable for wall applications
for fast construction

+ + + + o+

UZIN PE 414 BITURBO
1-COMPONENT PU RAPID PRIMER

Ready mixed reactive resin primer for floor coverings
and wood flooring

easy handling

easy application by roller or trowel

excellent penetration

fast drying

moisture barrier up to 95 % R. H** (4 CM-%)

+ o+ + + o+

UZIN PE 460
2-COMPONENT EPOXY BLOCKING PRIMER

Epoxy primer for damp or weak substrates, with
coloured components to indicate when mixed

reduced odour during application

high barrier effect against moisture

very good surface penetration

resistant against water, frost and chemicals
system component in PAH renovation

+ 4+ + + +

LEVELLING COMPOUNDS

NC 157 SP
BULK FILL LEVELLING COMPOUND

Self-smoothing thick layer levelling compound with
thicknesses from 3 to 50 mm

+ Long working time

+ Greater jobsite Flexibility

+ Excellent mixing properties (pumpable)
+ Standard drying time

UZIN NC 164 SP
CEMENTITIOUS LEVELLING COMPOUND

Self smoothing compound for common floor coverings as
well as engineered timber floors for thicknesses from
1to10 mm

+ Very good flow characteristics
+ Great surface finish
+ Pumpable

UZIN NC 168 SP
CEMENTITIOUS PREMIUM LEVELLING COMPOUND

Self-smoothing compound for all types of floor coverings as
well as wood flooring for thicknesses from 1 to 25 mm

Green-Star Certified with a low VOC Content
Excellent flow characteristics

Very smooth surface finish

Good absorbency

Trowelable and pumpable

+ 4+ + + +
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UZIN NC 182
LOW-SLUMP CEMENTITIOUS REPAIR MORTAR

Moisture-resistant, low-slump and rapid repair mortar with
reActivate effect for any range of thickness

+ ready to accept floor coverings after 60 minutes*
+ re-stirrable, longer working time

+ resistant agains alkaline moisture

+ fine grain, no visible patching marks

UZINNC 888 S
SKIM COAT
Rapid drying smoothing coat

+ no primer required

+ extremely rapid drying

+ excellent surface finish

+ good adhesion and very smooth finish
+ good absorbence

+ now also available with fibre technology:
UZIN NC 888 F

ADHESIVES

UZIN KE 2000 S
UNIVERSAL ACRYLIC ADHESIVE

Dispersion adhesive for all common resilient
coverings, textile coverings, wall coverings and
UZIN insulation/installation underlays

short waiting time

excellent application properties
excellent tack properties
excellent trowelability

multiple application properties

+ o+ o+ o+ o+

UZIN KE 2000 SL
CONDUCTIVE UNIVERSAL ADHESIVE

Conductive, fibre-reinforced adhesive for PVC,
rubber, linoleum and textile floor coverings

+ distinctive conductive permanence
+ excellent working properties
+ low consumption

UZIN KE 66 HT

FIBRE-REINFORCED PVC LUXURY FLOORING AND RUBBER
ADHESIVE

Fibre-reinforced, dispersion-based adhesive for
PVC LVT, rubber in sheets and tiles up to 4 mm and
PVC floor coverings

+ short waiting time

+ can be used in temperature area
from -20 °C up to +70 °C*

+ very low consumption

+ highly CO2-reduced product**

UZIN KE 68 T
ADHESIVE FOR FLOOR AND WALL APPLICATIONS

1-Comp. hybrid adhesive for floor and wall
Thixotropic hybrid adhesive for floor and wall
applications.

+ ideal consistency for working on vertical surfaces

+ for installers with PUR or epoxy sensitization

+ for areas with high temperatures

+ suitable for wet area LVT installations, surface
water must be removed within 24 h

UZIN KR 430

2-COMPONENT PUR ADHESIVE

2-component adhesive for heavy duty floor-covering
installations interior/exterior.

+ no shrinkage

+ flexible yet hard

+ high resistance to high and low temperature
variations

UZIN UZ 57
UNIVERSAL CARPET ADHESIVE
Strong dispersion-based adhesive for all types of

textile floor coverings

+ excellent handling characteristics
+ fast grab
+ fast tack properties

UZIN KE 16 NEW
UNIVERSAL ADHESIVE

Dispersion adhesive for textile coverings, PVC/CV
coverings, PVC design coverings and linoleum

+ universal application
+ very easy to spread
+ short waiting time

UZIN MK 160
1-COMPONENT STP STANDARD WOOD FLOORING ADHESIVE

Hard elastic adhesive for engineered wood flooring

+ easy to apply

+ good ridge formation

+ hard elastic adhesive according to ISO 17 178

+ adhesive residues on wood flooring can be
removed

* v

in dry state
** Over 90% reduction according to internally calculated value
(see ECO,CHOICE)




