
UZIN SOLUTION:

FAST AND RELIABLE  RENOVATION  
OF WOODEN SUBSTRATES. 
WITH UZIN PE 650 AND  
UZIN NC 196. 

„Not only does UZIN PE 650 provide safe and reliable filling and pri-
ming for substrates with many joints but it is also very fast drying 
and flexible.“
	
	 Paul Frizzell
	 National Sales Manager and Technical support	

With substrates in need of renovation, such as old  
wooden substrates, the question always arises as  
to how an even and flat surface can be produced.  
UZIN has developed the cement based, very fast 
drying 1-component and flexible trowel-applied  
primer UZIN PE 650. The advantage of the  
hydraulically setting dispersion primer UZIN PE 650 
lies in its water-binding powder. After mixing  
with water it provides good filling and ensures an 
exceptional bond between the substrate and the  
subsequent levelling compound. UZIN PE 650 also 
stands out by its speed, excellent flexibility and the 
possibility to adjust the consistency if required.
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FAST AND RELIABLE RENOVATION OF  
WOODEN SUBSTRATES.

UZIN HAS A SOLUTION WITH RENOPLAN SYSTEM.

The video is available on the  
UZIN YouTube Channel

Firstly remove any contaminates,  
unstable layers or any  materials that 
would impair adhesion by grinding or 
abrading.

If necessary, re-screw / fix the wooden 
floorboards. If necessary, vacuum  
afterwards.

Apply UZIN PE 650 using a joint  
board or a smoothing trowel. 

Mix fibre-reinforced self-levelling  
compound UZIN NC 196 with cold,  
clear water.

Vacuum the surface thoroughly  
with a powerful vacuum cleaner. 

Mix UZIN PE 650 with cold, clear water. 

Apply UZIN foam expansion strips  
along all walls and abutments. 

Apply UZIN NC 196 with a rake or  
trowel and then spikeroll the fresh  
compound. Now any floor covering  
or wood floor can be installed. 
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